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EXISTING PAVEMENT

TYPICAL SECTION NO. 3

l 25 |
‘ MILL EXISTING PAVEMENT l

BEGINNING OR END OF MAP.
EXISTING CONCRETE PAVEMENT OR
|_NON-RESURFACEABLE BRIDGE DECKS .\

NOTE: A TEMPORARY ASPHALT WEDGE witt
BE REQUIRED IMMEDIATELY AFTER MILLING
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APPROX. THICKNESS V -

OF SURFACE COURSE TO ENSURE SMOOTH TRAVEL IF THE FINAL LAYER

Yz 3 OF SURFACE COURSE {S NOT PLACED ON THE
'; 2 max. SAME DAY AS MILLING

Nor Be thr Ar ¥LmES
Zhcidenr!=/ /%////\77 ~ Maps [, 2 1&

PROJECT NO. SHEET NO. TOTAL SHEETS

5CR.10391.3, 5

5CR.20391.3, -

BECPR 30201Q .12

LENGTH & WIDTH VARIES

EXISTING

RATE IS VARIABLE AND SHALL BE
AS DIRECTED BY THE ENGINEER

|LENGTH & WIDTH VARIES

RATE IS VARIABLE AND SHALL BE
AS DIRECTED BY THE ENGINEER

ASPHALT CONCRETE SURFACE COURSE
(LEVELING COURSE)

ROADWAY CL——
I % BRIDGE WIDTH

ASPHALT WEARING SURFACE

SYMMETRICAL ABOUT THIS CL—-——-—;
BRIDGE HALF TYPICAL SECTION

FOR BRIDGES WITH FLOOR DRAINS, CARE SHALL BE EXERCISED IN PLACING THE WEARING
SURFACE AROUND FLOOR DRAINS SO AS NOT TO HINDER EFFECTIVE DRAINAGE. ALL DRAINS
SHALL BE LEFT OPEN

THE PROPOSED WEARING SURFACE SHALL VARY IN THICKNESS AS NECESSARY TO PROVIDE A
SMOOTH RIDING SURFACE. A THICKNESS OF NOT LESS THAN 5/8" SHALL BE PROVIDED. THE
MAXIMUM THICKNESS SHALL PREFERABLY BE 1%" UNLESS IT IS IMPRACTICAL TO PROVIDE A
SMOOTH RIDING SURFACE OTHERWISE.

NOTES

ALL UNPAVED ROADS TO BE RESURFACED 50' FROM EDGE OF PAVEMENT OF MAIN PROJECT.

ALL PAVED S.R. ROADS TO BE RESURFACED TO THE ENDS OF THE RADII, OR AS DIRECTED BY THE
ggglENSE‘FE"ZVEMENT WIDENING, INTERSECTIONS AND BRIDGE FLARES ARE INCLUDED IN THE TABLE
gggy’j)‘éﬁgiiD DITCHES ARE TO BE CONSTRUCTED BY OTHERS UNLESS OTHERWISE
g‘:’gg:é\gngE TO BE RESURFACED AT LOCATIONS AND TO DEPTH AS DIRECTED BY THE




